
Flexible illumination cable

NEN: RMcLewp 300/500 V
CLC: H05RNH2F
IEC:  60245 IEC 58F

Application:
· Especially for decorative lighting chains
· The dimensions as well as the sheathing and insulation
materials of this cable are fully geared to the use in
decorative chains with pinconnection fittings, with a centre
distance between the pins of 5,7 mm minimum and 6,5 mm
maximum

Properties regarding fire performance:
· Selfextinguishing in accordance with NENENIEC 603321

General properties:
· Strong and abrasionresistant sheath
· Excellent resistance to oil and greases
· Excellent resistance to weather influences (including
ozone)

Remark:
· Only to be used in temporary installations e.g. in chains
of decorative lighting

Construction:
Conductor: flexible bare copper (class 5)
Insulation: rubber
Cores: parallel
Outer sheath: polychloroprene (PCP), rectangular

Electrical properties:
Voltage rating: 300/500 V
Test voltage: 2 kV

Core colours:
2 cores: brown, blue

Standards/References:
NENEN 50525
NENENIEC 603321

Additional information:
Minimum installation temperature: 25 °C
Maximum conductor temperature: +60 °C
Operating temperature: min. 25 °C, max. +50 °C
Sheath colour: black
Approval: <HAR> 
Packaging: coils, drums 

Construction data

Nominal cross section conductor 1.5 mm²
Number of cores 2
Core insulation Rubber (EPR)

Material outer sheath CR
(polychloroprene)

Colour outer sheath Green
Cable width approx. 13.500 mm
Cable height approx. 5.500 mm
Conductor type F
Nom diam over insulation 3.1 mm
Weight 31 kg/km

Properties

Bending radius 25 mm
Max. tensile force 45 N

Electrical

Nominal voltage U0 300 V
Nominal voltage U 500 V
Current carrying capacity 16 A
Conductor resistance 20°C 13.3 ohm/km
Conductor resistance operating
temperature

15.3881
ohm/km

DRAKAFLEX Lighting cable
120180 : Lighting H05RNH2F gn# 2x1,5 mm2

The information in this document is subject to change without notice. Although the information in this document has been
compiled, and is maintained, with great care, Draka Kabel B.V. cannot guarantee that the available information is
complete and/or correct. Draka Kabel B.V. cannot accept liability for any consequences, such as damage or loss of profits
in any way as a result of using, relying on or actions undertaken as a result of information in this document.\r\n\r\n
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